








Latte
5772

Pale Grey (RAL 9002)
5195

Black
5299

Stone Grey
5295

Cappuccino
5773

Brown
5776

Anthracite
5297
Anthracite is not available in 4mm.

Aubergine
5390
Please check availability in 4mm.

Pastel Blue
5369

Please note that the printed colours on this chart may vary slightly from the actual Parapan®



Parapan® Edge Treatments and Finger Pulls
Below is a choice of interesting and unusual edge treatments available for 18mm thick Parapan® doors.

This provides an original and unique touch to the finished product.

1mm 
Radius Edge

FF01/A

2mm 
Radius Edge

FF01/B

3mm 
Radius Edge

FF01/C

6mm 
Radius Edge

FF01/D

Scooped Finger Pull
FF08

Front Curved 
Finger Pull

FF09

Front Straight 
Finger Pull

FF10
(not available on curved doors)

Straight 
Finger Pull

FF04

Curved Finger Pull 
15mm Radius

FF02

variable50mm 50mm



Parapan® Finger Pull Handles
Below is a choice finger pull handles.

Please note: Front finger pulls not available on curved Parapan® doors.

Front View

Cross Section

Front View Cross Section

Front View

Cross Section Front View Cross Section

140mm

45mm

12mm

69
m

m

45
m

m

10mm

100mm

12mm

12
4m

m

10
0m

m

10mm

69
m

m

170mm

45mm

12m
m

10mm

45
m

m

150mm

30mm

174mm

150mm

10mm

Cross Section

Front Scooped
Finger Pull 
FF11

Front Faced
Finger Pull
FF12

Round Finger 
Pull Cut Out
FF13
(can be located anywhere
on face of door)

Curved Finger
Pull Cut Out
FF14
(can be located anywhere
on face of door)
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Technical Data
Parapan® furniture-fronts made from solid 18mm acrylic and 4mm acrylic into doors and are manufactured according the requirements for furniture-fronts based

on DIN 68 861. 

Mechanical characteristics Parapan® Measurement unit Test regulation

Tensile strength 74 N/mm2 DIN 53 455

Tensile elongation at break 5,5 % DIN 53 455

Module of elasticity 3300 N/mm DIN 53 457

Apparent density 1,118 g/cm DIN 53 479

Peel strength of screws 1200 N Internal test

Tolerance of thickness + 9 bei 18mm % ISO 7823-1
+ 18 bei 4mm %

Mechanical characteristics Parapan® Measurement unit Test regulation

Surface roughness 0,003 μ DIN 4775

Gloss level High brilliancy - Visual evaluated

Abrasion resistance Good 150 U DIN 68 861

Scratch resistance Fulfiled - DIN 68 861 T4

Chemical loading Functional group Parapan® MDF Alkyd-resin-varnish Compressed wood DD-varnish

Coffee, tea 1A Unchanged Unchanged Unchanged

Wine, red and white 1A Unchanged Unchanged Unchanged

Ethanol 1A Unchanged Unchanged Small change

Olive oil 1A Unchanged Unchanged Unchanged

Blackcurrant juice 1A Unchanged Unchanged Unchanged

Thermal characteristics Parapan® Measurement unit Test regulation

Coefficient of elongation for 0 to 50ºC 70.10-6 1/K VDE 0304/1

Heat deflection temperature HDT 105 ºC ISO 75


